
PI10 – Industrial 
Pipeline 
 
 
pH Range: 0-14 
Temp Range: 0-130oC 
Ref. Type: AgCl 
Junction Type: Porous 
Teflon 
Diameter: 120x12mm 
Combination: Yes 
Body Type: Glass 
 

PI11 – Industrial Dip 
 
 
 
pH Range: 0-14 
Temp Range: 0-100oC 
Ref Type: AgCl 
Junction Type: Porous 
Teflon 
Diameter: 150x25.9mm 
Combination: Yes 
Body Type: Ryton 
 

KI10 – Industrial 
Pipeline 
 
 
Range: 0-200mS 
Temp Range: 0-100oC 
Body Type: Glass 
Plate Material: Pt 
Diameter: 120x12mm 
Pressure (psi): 100 
Cell Constant: K=1 
 

KI11 – Industrial Dip 
 
 
 
Range: 0-10mS 
Temp Range: 0-50oC 
Body Type: Ryton 
Plate Material: Carbon 
Diameter: 150x25.4mm 
Pressure (psi): 100 
Cell Constant: K=1  
 

OI10 – Rough 
applications with high/low 
pH levels, vicous, 
solutions, gelatins 
Range: 0-1000mV 
Temp Range: 0-130oC 
Ref Type: AgCl 
Junction Type: Porous 
Teflon 
Diameter: 12mm 
Combination: Yes, Double 
Junction 
Body Type: Glass 

OI11 – General 
Industrial Use, Dip 
applications 
Range: 0-1000mV 
Temp Range: 0-80oC 
Ref Type: AgCl 
Junction Type: Porous 
Teflon 
Diameter: 25mm 
Combination: Yes, 
Double Junction 
Body Type: Glass Filled 
PPS 

O14/DJ/S8 
 
Range: 0-2000mV 
Temp Range: 0-80oC 
Ref Type: Double Junction 
AgCl 
Junction Type: Teflon 
Diameter: 12mm 
Combination: Yes 
Body Type:  
Pressure: 5 Bar 

P14/DJ/S8 
 
pH Range: 0-14 
Temp Range: 0-80oC 
Ref Type: Double 
Junction AgCl 
Junction Type: Teflon 
Diameter: 12mm 
Combination: Yes 
Body Type:  
Pressure: 5 Bar 
 
  

K20/S8 
 
Range: 0-10mS 
Temp Range: 0-80oC 
Diameter:  12mm 
Body Type: Epoxy 
Pressure: 10 Bar 
Plate Material: Graphite 
Cell Constant: K=1 
 

 
I N D U S T R I A L  E L E C T R O D E S  

 
PI10 and KI10 are detachable lead electrodes. PI11 and KI11 are supplied with 5 metres of cable as standard. 
If additional length is required please specify when ordering. ATC can be built in, please specify when ordering. 
PI10/KI10 = PG13.5 thread. PI11/KI11 = ¾ NPT. 

 
 

              

 

           

 

          

 

          

 

          

 

          

 

          

 

          

 

  

 
 

 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 



K21/S8 
 
 
Range: 0-500ÕS 
Temp Range: 0-80oC 
Diameter: 12mm 
Body Type: Epoxy 
Pressure: 10 Bar 
Plate Material: Graphite 
Cell Constant: K=0.1 
  
 

K22/S8 
 
 
Range: 0-500mS 
Temp Range: 0-80oC 
Diameter: 12mm 
Body Type: Epoxy 
Pressure: 10 Bar 
Plate Material: Graphite 
Cell Constant: K=10 
 
  
 

K20 Low Cost 
Conductivity 
 
 Range: 0-2mS 
Temp Range: 0-45oC 
Body Type: PVC 
Pressure: 10 Bar 
Plate Material: Graphite 
Cell Constant: K=1 
 

K40 Low Cost 
Conductivity 
 
Range: 0-500ÕS  
Temp Range: 0-45oC 
Body Type: PVC 
Pressure: 10 Bar 
Plate Material: Graphite 
Cell Constant: K=0.1 
 
 

K=0.01 Stainless Steel 
Low Cost Conductivity 
 
Range: 0-100ÕS 
Temp Range: 0-45oC 
Body Type:  PVC 
Pressure: 10 Bar 
Plate Material: Stainless 
Steel 
Cell Constant: K=0.01 

BNC 

530-14 US Std Socket/BNC     530-35 BNC Socket/3.5mm/2mm 
530-20 BNC Socket/DIN 19262     530-36 BNC Socket/No.7 
530-21 BNC Socket/US Std Plug     530-37 4mm Socket/2mm 
530-22 S7/S8 to BNC with 1 Metre Cable    530-38 2mm Socket/3mm 
530-34 BNC Socket/US Std Plug & Reference Pin   530-40 BNC Socket/Coax 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

C A B L E S  A N D  C O N N E C T O R S  
 

 
 
 

 
 
 

 
 

 

Other Connectors are available on request. 

Please contact SENTEK for further details. 

DIN CLSCH 


